
AMENDED 
INVITATION TO BID 

(PLEASE USE THE ENCLOSED BID SHEETS) 
 
  
 NOTICE IS HEREBY GIVEN that the Board of County 
Commissioners of Custer County, Oklahoma will, on August 1, 2016 
until the hour of 9:15 a.m. on said day, in their office in the Courthouse 
in Arapaho, Oklahoma, receive sealed bids for the following: 
 

Minimum Specifications For 
Custer County Fairgrounds Audio System 

Custer County, Oklahoma  
 
 Specifications and information are on the file in the Custer County 
Clerk’s Office, Room 104 in Arapaho, Oklahoma, an can also be found 
on Custer County’s website, http://www.custer.okcounties.org. 
 
 All bids must be in a sealed envelope, clearly marked BID, with the 
BID OPENING DATE. 
 
 All bids must be mailed or delivered to: 
 
(Mailing)     (Physical) 
CUSTER COUNTY CLERK’S OFFICE  CUSTER COUNTY CLERK’S OFFICE 
P.O. BOX 300     675 WEST “B” STREET 
ARAPAHO, OKLAHOMA 73620-0300  ARAPAHO, OKLAHOMA 73620-0300 
 
 Please follow all instructions for submitting bid proposals completely. 
 
 
/S/ KAREN FRY, CUSTER COUNTY CLERK 
(SEAL) 
 
 
 
 
 
 
 
 
 
 
 
 



 
 

INSTRUCTIONS FOR SUBMITTING BID PROPOSALS 
 
1. This entire packet (Invitation to Bid, Instructions, Minimum Specifications, Affidavit for Filing 

with Competitive Bid, Affidavit for Contracts and Payments, and W-9) shall be known as the 
“Invitation to Bid” form.  Fill out the “Invitation to Bid” form completely. 

 
2. Identify the outside of the sealed envelope as follows: 

 SEALED BID – Fairgrounds Audio System 
 CLOSING (Bid Date) 
 BID (Opening Time) 

 
3. Place your company name and return address on the outside of the envelope. 
 
4. File the bid proposal with the Custer County Clerk, either by mail or in person, until 9:15 o’clock 

a.m. on August 1, 2016.  Bids received after this time will be rejected and unopened.  All bids 
will be opened at 9:15 o’clock a.m., August 1, 2016 during the County Commissioner’s meeting 
held in the Custer County Courthouse, Arapaho, Oklahoma, Room 104, at 675 West “B” Street, 
Arapaho, Oklahoma.   

 
5. All forms must be filled out completely.  Any incomplete forms could result in rejection if the 

Board of County Commissioners considers such action to be in the best interest of Custer 
County. 

 
6. The address of the Custer County Clerk is as follows: 
 (Mailing)     (Physical) 
 CUSTER COUNTY CLERK’S OFFICE   CUSTER COUNTY CLERK’S OFFICE 
 P.O. BOX 300      675 WEST “B” STREET 
 ARAPAHO, OKLAHOMA  73620-0300   ARAPAHO, OKLAHOMA  73620 
 
7. All bid information shall be typewritten, or legibly written in ink.  All corrections shall be initialed 

by the person signing the form(s). 
 
8. On all bids requiring services or contract labor, proof of liability insurance may be required.  

Read the bid specifications carefully. 
 
9. FOR PROMPT PAYMENT OF ALL INVOICES, PLEASE NOTE:   

* Payment for maintenance & operational expenses for Custer County is made once a month.  
Approval of said claims is made on the second Monday of each month.  For your claim to be 
considered for payment, the product(s) or service(s) must be delivered, and the appropriate 
paperwork on file with the County Clerk’s office no later than five working days prior to the 
second Monday of the month. 
* If the proper invoices and supporting documentation are not received by the monthly cut-off 
date, payment will be rendered during the following month’s business. 
* Please contact Karen Fry, Custer County Clerk, for a schedule for invoice submission in order to 
expedite payment processing. 

 
10. If you have any questions regarding the bid specifications, or the bid deadlines, etc., please 

contact Karen Fry, Custer County Clerk or Debbie Bright, Purchasing Agent at (580) 323-4420. 
 
NOTE:  ALL BID PROPOSALS WHICH DO NOT CONTAIN THE “INVITATION TO BID” AND THE 
SIGNED/NOTARIZED “AFFIDAVIT FOR FILING WITH COMPETITIVE BID”, WILL BE INVALID AND 
REJECTED. 
 
 
 
 
 
 
 
 
 



 
 

MINIMUM SPECIFICATIONS FOR 

CUSTER COUNTY FAIRGROUNDS AUDIO SYSTEM 

CUSTER COUNTY, OKLAHOMA 
 

Overview: 

The system is made up of five areas: 

1.  Main Barn – Show area (Zone 1) 

2.  Hog Barn – (Zone 2) 

3.  Cattle Barn – (Zone 3) 

4.  Poultry Barn – (Zone 4) 

5.  Control Room – (Zone 5) 

 

ALL AREAS SHALL USE THE RECOMMENDED SPECIFICATIONS LISTED. 

 

 

ZONE 1 – MAIN BARN – SHOW AREA 

 

The area requires a full range sound system with speakers suspended from overhead.  This area 

will be used for show ring announcement and music play back. 

 

MINIMUM SPEAKER REQUIREMENT: 

 

Eight (8) full range loudspeakers from recommended specifications list.   

Speakers to be hung overhead from rated hardware.   

Speakers to be pointed in a way that minimizes reflection from walls and ceiling.  

Speakers to be powered by one commercial rated 70v power amplifier. 

 

Audio inputs – one XLR audio input to be located in this area. 

All audio inputs will be installed in a weather rated housing and conduit. 

All inputs from this Zone will be routed via the digital mixer to serve all areas. 

 

 

ZONE 2 – HOG BARN 
 

This area requires a full range sound system with speakers suspended from overhead.  This area 

will be used primarily for announcements and background music.  This area has a high residual 

noise floor when being used due to fans, clippers, etc. 

 

MINIMUM SPEAKER REQUIREMENT:  

 

Nine (9) full range loudspeakers from recommended specifications list. 

Speakers to be hung overhead from rated hardware. 

Speakers to be pointed in a way that minimizes reflection from walls and ceiling. 

Speakers to be powered by one commercial rated 70v power amplifier. 

Speakers, amplification and wire must meet recommended specifications. 

 

This area will have in-room volume control.  

Control must be selected from recommended control specifications. 

Quantities of control will be adjusted based on speaker selection. 

Volume control must be mounted on wall at 8 ft. AFF in weather rated enclosure. 

Weather rated enclosure, conduit and all other necessary hardware to be provided by Installer 

and included in this bid. 

 

Audio inputs – one XLR audio input to be located in this area. 

All audio inputs will be installed in a weather rated housing and conduit. 

All conduit and hardware to be provided by Installer. 

The XLR audio input in this area will serve only this area. 

The signal will be routed in a way via the digital mixer that this microphone input will speak in 

this room only. 

 



 

 

ZONE 3 – BEEF BARN 
 

This area requires a full range sound system with speakers suspended from overhead.  This area 

will be used primarily for announcements and background music.  This area has a high residual 

noise floor when being used due to fans, clippers, etc. 

 

MINIMUM SPEAKER REQUIREMENT: 

 

Twelve (12) full range loudspeakers from recommended specifications list. 

Speakers to be hung overhead from rated hardware. 

Speakers to be pointed in a way that minimizes reflection from walls and ceiling. 

Speakers to be powered by one commercial rated 70v power amplifier. 

 

This area will have in-room volume control. 

Control must be selected from recommended control specifications. 

Quantities of volume control shall be based on speaker selection. 

Volume control must be mounted on wall at 8 ft. AFF in weather rated enclosure. 

Weather rated enclosure, conduit and all other necessary hardware to be provided by Installer. 

  

Audio inputs – one XLR audio input to be located in this area. 

All audio inputs will be installed in a weather rated housing and conduit. 

All conduit and hardware to be provided by Installer. 

The XLR audio input in this area will serve only this area. 

The signal will be routed in a way via the digital mixer that this microphone input will speak in 

this room only. 

 

 

ZONE 4 – POULTRY BARN 

 

This area requires a full range sound system with speakers suspended from overhead.  This area 

will be used primarily for announcements and background music.   

 

MINIMUM SPEAKER REQUIREMENT: 

 

Four (4) full range loudspeakers from recommended specifications list. 

Speakers to be hung overhead from rated hardware. 

Speakers to be pointed in a way that minimizes reflection from walls and ceiling. 

Speakers to be powered by one commercial rated 70v power amplifier. 

 

This area will have in-room volume control. 

Control must be selected from recommended control specifications. 

Quantities of volume control shall be based on speaker selection. 

Volume control must be mounted on wall at 8 ft. AFF in weather rated enclosure. 

Weather rated enclosure, conduit and all other necessary hardware to be provided by Installer. 

 

Audio inputs – one XLR audio input to be located in this area. 

All audio inputs will be installed in a weather rated housing and conduit. 

All conduit and hardware to be provided by Installer. 

The XLR audio input in this area will serve only this area. 

The signal will be routed in a way via the digital mixer that this microphone input will speak in 

this room only. 

 

 

ZONE 5 – MAIN CONTROL ROOM: 

 

This area shall provide the following: 

 

Main Equipment Rack: 

A 27-unit glass front with lockable door. 



Rack will be located in the main control room and contain wireless microphone receivers, rack 

shelves for storage, microphones and cable storage, power conditioning and power sequencing 

system, mixer and amplifiers. 

 

System Mixer: 

A 16 channel digital mixer with a minimum of 16 preamp inputs and 6 aux outputs. 

 

Microphones, Stands and Accessories: 

The system will include one (1) wired microphone with switch; 

one (1) wireless hand-held microphone system (high quality, Frequency A or G3 Band preferred) 

and one (1) wireless headset microphone system (wireless body pack system, Frequency A or G3 

Band preferred)(high quality head worn condenser microphone). 

Steel microphone stands, clips and cables will be provided with the system. 

 

Power System: 

A rack mounted power conditioner will be provided with system. 

System should provide surge suppression, power conditioning and sequencing as needed. 

 

System Wiring Notes: 

Mixer and power amplifier will be installed in rack. 

All Speakers will be wired to this location. 

Each of the first four Zones will have a minimum of one (1) XLR input.  These XLR inputs will 

be wired direct into the digital sound mixer. 

The incoming signals from Zone 2, Zone 3 and Zone 4 will be routed back to the speakers in the 

area it originated only.  These Zones are located in different barn areas. 

Wires from one barn to the next must be flown overhead on tensioned wire suspension system 

and maintain a minimum height of 14 feet. 

All necessary hardware and machinery needed to suspend wires overhead will be provided by the 

Installer. 

All wires will originate in the Control Room Area. 

 

Total 12 awg speaker wire needed is estimated at approximately 7000 ft. 

Total 2 conductor 22 awg shielded wire needed is estimated at approximately 5000 ft. 

Total estimated distance of needed suspension system between Zone 1 and Zone 3 is less than 

100 ft. 

Total estimated distance of needed suspension system between Zone 1 and Zone 4 is less than 

100 ft. 

 

System Installation Notes: 

Sound Contractor will install and test System. 

Contractor will provide all tools and machinery necessary to complete the installation of the 

System.  This will include scaffolding, Scissor Lifts, etc. 

System functionality will be demonstrated for Custer County. 

Contractor must provide up to two (2) one hour training sessions on site that demonstrates 

system operation. 

System and work must be covered by a one (1) year warranty agreement unless otherwise stated 

in Recommended Specifications.   

 

 

 

Recommended Speaker specifications: 

Frequency Range (-10dB) 80Hz-20kHz, 200 w @70v, (recommended tap @>40W@70V) 

113db. 

Speakers must be outdoor rated. 

Speakers must have factory certified mounting bracket. 

Speakers must carry a two-year warranty. 

 

Recommended Power Amplifier specifications: 

70V Direct Drive EIA, 1% THD providing a minimum of 600w@70v continuous operation. 

Signal to Noise (20 Hz-20KHz, 8Ώ). 

Amplifier must carry a two-year warranty. 

 



Recommended Speaker Wire specifications: 

Speaker wire is to be black 12 awg speaker wire. 

Wire must meet these specifications – NEC Type CMR or CL2R, (UL)-C(UL) Listed, must meet 

300V requirements as specified in the NEC, Flame Rating: UL1666. 

Wire should be in conduit. 

 

Recommended Signal Wire specifications: 

Signal wire is to be 22/2 stranded bare copper conductors, shielded with an overall jacket. 

Wire must meet these wire specifications – NEC RATING, CMR, NEC Article 800. 

APPROVALS: (UL) C(UL) Listed or c(ETL) us Listed. 

 

Recommended Volume Control specifications: 
In wall volume control must meet or exceed 200w power handling capacity @70V. 

Attenuation to be 3dB per step with two positions of 6dB prior to OFF. 

Control must have stainless steel plate. 
 

 

 

 

CUSTER COUNTY REQUIRES ALL WORK FOR THIS 

PROJECT TO BE COMPLETED BY SEPTEMBER 6, 

2016.  
 

 

BREAKDOWN OF COSTS: 

LABOR ……………………………………………………………. $_______ 

MATERIALS ……………………………………………………... $_______ 

LOUDSPEAKERS (EACH) ……………………………………... $_______ 

MICROPHONES 

 1 WIRED MICROPHONE ……………………………….. $_______ 

 1 WIRELESS HAND-HELD MICROPHONE SYSTEM  $_______ 

 1 WIRELESS HEADSET MICROPHONE SYSTEM …. $_______ 

 MICROPHONE STANDS (EACH) ……………………… $_______ 

POWER AMPLIFIER …………………………………………… $_______ 

SYSTEM MIXER ………………………………………………… $_______ 

MAIN EQUIPMENT RACK …………………………………….. $_______  

 

TOTAL BID ….………………………………$__________ 

 
 

 

 

THE BOARD OF COUNTY COMMISSIONERS RESERVES THE 
RIGHT TO REJECT ANY AND ALL BIDS. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

S.A. & I. 425 (2000) 
 

AFFIDAVIT FOR FILING WITH COMPETITIVE BID 
 

STATE OF OKLAHOMA ) 
         ) SS 
COUNTY OF ____________ ) 
 
 _____________________________, of lawful age, being first duly sworn,  

on oath says, that (s)he is the agent authorized by the bidder to submit the 

attached bid.  Affiant further states that the bidder has not been a party to any 

collusion among bidders in restraint of freedom of competition by agreement to 

bid at a fixed price or to refrain from bidding; or with any county official or 

employee as to quantity, quality or price in the prospective contract, or any other 

terms of said prospective contract; or in any discussions between bidders and any 

county official concerning exchange of money or other thing of value for special 

consideration in the letting of a contract. 

 

VENDOR:  ________________________________ 
 
SIGNATURE: ________________________________ 
 
TITLE: ________________________________ 
 
ADDRESS: ________________________________ 
 
CITY/STATE/ZIP ________________________________ 
 
PHONE ________________________________ 
 
FAX ________________________________ 
 
EMAIL  ________________________________ 
 
 
 Subscribed and sworn to before me this ____________________, 20__. 
 
     ________________________________ 
     Notary Public (Clerk or Judge) 
   
My Commission Expires:  ___________________________ 
(SEAL) 
 
Note:  Each competitive bid submitted to a county, school district or municipality must be 
accompanied with the above Affidavit as required  
by 61 Okla.St.Ann.§138 
 
 
 
 
 
 
 
 
 
 
 



 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 
 

 


